














Description

Rapid Level lateral electro-magnetic levels 

packed in "Kit" form.

This model mounted on the side of the tank, 

has the same basic design as the tank top 

version.

Unlike the tank top models, the distance 

between the first and second signal is not 

fixed.  As the length of the control rod 

increases the distance between the two 

signals increases (see graph).

Example using graph:

The hydraulic pump is allowed to operate through the cross hatched range.  When the oil level reaches 

line 1 a low oil level warning signal is generated.  When the oil level drops to line 3 the system is 

automatically shut down.

RL/L Series - Side MountRL/L Series - Side Mount

5-7



Ordering Information RL Series

Double FloatDouble Float

Single FloatSingle Float

RL-G1RL-G1

RRRL-G2RL-G2

--

F3F3

F3F3

S1AS1A

S1AS1A

S1S1

A500A500

A1000A1000 B900B900

RL-G1

RL-L

RL-G2

-

R

A500

A1000

F3

T3

B400

B900

One Float Type

Single Float Side Mounting

Double Float Type

Standard Rod

Reinforced rod

Standard Rod 500mm

Standard Rod 1000mm

3 Hole flange

1-1/4" NPT

Standard Rod 400mm

Standard Rod 900mm

SERIES

SERIES

Normally Closed

S1
N/A for RL-L

S2

S3

Normally Open

S1A
N/A for RL-L

S2A

S3A

WIRING SCHEME

Normally Closed

S1

S2

S3

Normally Open

S1A

S2A

S3A

Normally Closed

S1

S2

S3

Normally Open

S1A

S2A

S3A

WIRING SCHEME RL-G2 LOWER FLOAT WIRING SCHEME RL-G2 UPPER FLOAT

ROD TYPE

CONTROL ROD (LOWER)

FASTENING TYPE

CONTROL ROD (UPPER)
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Condition in the absence of liquid Condition in the presence of liquid

Condition in the absence of liquid

Consult MP Filtri for high temperature and 
corrosive liquid options



Description

Dimensions

Ordering Information

One part provides two functions, visual level 

indicator and electrical low level switch which 

reduces costs.

All electrical components are mounted outside 

of the tank, totally isolated from the liquid.

U shaped shield protects sight gauge

Graduated scale for locating level of liquid.

Available in 5" and 10" lengths.

Available as "Normally Open" (NO) or Exchange 

Contacts (NO) or (NC) in the presence of liquid.  

Single Pole Single Throw (SPST) contact.

Switch specifications: 1A, 20W, 200V. Externally 

mounted, magnetically operated reed switch.

Optional probe thermometer.

* Condition in the presence of liquid

LV/E1 - 127

LV/E1 - 254

153 mm

6.023"

280 mm

11.02"

13 mm

0.512"

13 mm

0.512"

35 mm

1.379"

LV/E1 - 127 - M12 - NO

LV/E1 - 127 - M12 - Change

LV/E1 - 127 - M12 - NO - T

LV/E1 - 127 - M12 - Change - T

LV/E1 - 254 - M12 - NO

LV/E1 - 254 - M12 - Change

LV/E1 - 254 - M12 - NO - T

LV/E1 - 254 - M12 - Change - T

Normally Open Contacts (NO)

Exchange Contacts

Normally Open Contacts (NO)
with temperature probe

Exchange Contacts
with temperature probe

35 mm

1.379"

127 mm

5.00"

254 mm

10.00"

SizeSize

Description*Description*

AA

5" Visual/Electrical Gauge5" Visual/Electrical Gauge 10" Visual/Electrical Gauge10" Visual/Electrical Gauge

CCBB DD

A D

C

B

Visual Indicator and Electrical 
Level Switch - LV/E1 Series 
Visual Indicator and Electrical 
Level Switch - LV/E1 Series 

5-9


