










Drive CouplingsDrive Couplings

Materials: Rubber (Buna-N)

Max Misalignment: Angular: 1º
Parallel: 0.015"

Temperature: -40ºC to +100º C

Torque - Horsepower Ratings for Buna-N Insert:

Insert Specifications

Hub Specifications

Coupling Dimensions and  Specifications

L075

L095

L100

L110

L150

L190

L225

L075

L095

L100

L110

L150

L190

L225

Coupling

Number

Coupling

Number

Coupling

Number

Coupling

Number

Type  Type  Dimensions Dimensions in. in. Bore Bore Weight Weight lblb

              C                           C             B      B      Min.      Min.      Max.Max.

Max.

Bore

Max.

Bore

Torque

in Lbs

Torque

in Lbs

HP/100

RPM

HP/100

RPM

HP / Speeds (RPM)HP / Speeds (RPM)

900900 12001200 18001800 36003600

1

1

1

1

1

2

2

7/8

1-1/8

1-3/8

1-5/8

1-7/8

2-1/8

2-3/8

88.0

189.0

416.0

788.0

1260.0

1700.0

2330.0

1/2

1/2

3/4

7/8

1

1

1

0.140

0.300

0.660

1.250

1.999

2.697

3.697

2.51

5.40

11.88

22.51

35.99

48.55

66.55

2-1/8

2-1/2

3-1/2

4-1/4

4-1/2

4-7/8

5-3/8

1.26

2.70

5.94

11.25

17.99

24.28

33.27

0.8

1.3

2.5

5.0

7.0

13.0

18.0

1.68

3.60

7.92

15.00

23.99

32.37

44.36

5.03

10.80

23.76

45.01

71.97

97.10

133.09

1.0

1.8

3.5

6.6

9.1

17.0

23.0

Material: L075 - L150: Sintered Iron (S.I.)
L190 - L225: Iron (C.I.)
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Stock Bore Sizes

Hub Dimensions and  Specifications

L075

L095

L100

L110

L150

L190

L225

HUB

Number

HUB

Number

HubHub DimensionsDimensions Bore RangeBore Range
Hub WeightHub Weight

BoresBores

HDHDMat'lMat'l Min.Min.LTBLTBTypeType Max.Max.OLOLODOD Min.Min. Max.Max.

S.I.

S.I.

S.I.

S.I.

S.I.

C.I.

C.I.

1

1

1

1

1

2

2

1-3/4

2-7/64

2-17/32

3-5/16

3-3/4

4-1/2

5

1- 9/32

1-29/64

2-3/64

2-31/64

2-11/16

2- 57/64

3-7/64

.50

.90

1.75

3.20

4.50

8.20

11.10

---

---

--

---

---

4

4 1/4

1/4

7/16

7/16

5/8

5/8

3/4

3/4

13/16

1

1-3/8

1-11/16

1-3/4

1-15/16

2-3/16

7/8

1-1/8

1-3/8

1-5/8

1-7/8

2-1/8

2-3/8

.40

.65

1.25

2.40

3.40

6.20

8.60

L075    L075    L095    L095    L100    L100    L110    L110    L150    L150    L190     L190     L225L225BoreBoreKeyKey

7/16

3/8

7/16

1/2

9/16

5/8

3/4

7/8

1

1-1/8

1-3/16

1-1/4

1-1/2

1-5/8

1-3/4

1-7/8

2

2-1/8

2-1/4

2-3/8

1/8" x 1/16"

3/32" x 3/64"

3/16" x 3/32"

1/4" x 1/8"

3/8" x 3/16"

1/2" x 1/4"

5/8" x 5/16" 8-6



Ordering Information Drive Coupling

L-100L-100 1 1/8" x 1/41 1/8" x 1/4 5/8 x 5/325/8 x 5/32

L-075

L-095

L-100

L-110

L-150

L- 190

L-225

Pump Shaft, Bore/Key

Prime Mover, Shaft Bore/Key

SERIES

FILTER ELEMENTS

FILTER ELEMENTS

L075    L075    L095    L095    L100    L100    L110    L110    L150    L150    L190     L190     L225L225Keyway

Size

Keyway

Size

1/8 x 7/16

7/16 Bore

5/32 x 5/64

5/8 Bore

1/4 x 1/8

7/8 Bore

5/16 x 5/32

1-1/4 Bore

Up to 1-7/16

Over 1-1/2

+.0015/-.000

+.002/-.000

Bore TolerancesBore Tolerances

Bore sizes available with 

non-standard keyways:

Special halves available 

from stock.

Raised dots on each side of the 

cushion insert provide the 

correct pre-measured gap 

between the jaw and spider.

Hytrel and Urethan also 

available

Replacement Inserts

Special Sizes - Non Standard

L075

L095

L100

L110

L150

L190

L225

N-075

N-095

N-100

N-110

N-150

N-190

N-225

Replacement InsertsReplacement InsertsSERIESSERIES

N-075

PUMP HALF

ELECTRIC MOTOR  HALF
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